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Superstructure approaches are the solution to the difficult problem which involves the 
rigorous economic design of a distillation column. These methods require complex 
initialization procedures and they are hard to solve. For this reason, these methods have 
not been extensively used. In this work, we present a methodology for the rigorous 
optimization of chemical processes implemented on a commercial simulator using 
surrogate models based on a kriging interpolation. 
 
Several examples were studied, but in this paper, we perform the optimization of a 
superstructure for a non-sharp separation to show the efficiency and effectiveness of the 
method. Noteworthy that it is possible to get surrogate models accurate enough with up 
to seven degrees of freedom. 
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1. Introduction 
Computationally efficient process models have been recently demanded in many 
engineering applications. When we want to optimize a model, the process model has to 
trade-off the model accuracy against computational efficiency. The problem is that most 
of those models have a modular structure to which users have limited internal access (they 
see a “grey box model”) and some of these models introduce numerical noise, so that its 
derivatives cannot be accurately estimated. 
 
In addition, the rigorous design of distillation column sequences is a difficult problem in 
chemical process engineering because it includes simultaneous optimization of 
continuous decisions related to the operational conditions, and discrete decisions allied to 
the number of trays in each column section or the columns connectivity. 
 
In this work we study the replacement of complex systems of distillation columns by 
surrogate models based on a kriging interpolation generated from rigorous models, 
including continuous and discrete variables, and use these metamodels to design the 
distillation columns. Thereby, we keep the rigor of simulations models, removing most 
of the numerical problems and increasing the reliability of the synthesis algorithms. 
 
In this work we use simulation data to build models for individual parts of a large system. 
We focus on kriging metamodels because they are computationally efficient and they use 
relatively small sampling data. Kriging can be applied to replace a complete system or to 
substitute one or some of the components of the model. 
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2. Kriging interpolation 
Kriging was developed by a South African mining engineer in his geostatistics Master 
Thesis (Krige, 1951). Its fitting consists of two parts: a polynomial expression and a 
deviation from that polynomial: 
ݕ(ݔ) 	= 	݂(ݔ) + ܼ(ݔ) (1) 
where Z(x) is a stochastic Gaussian process that represents the uncertainty about the mean 
of y(x) with expected value zero. The covariance for two points xi and xj is given by a 
scale factor 2 and by a spatial correlation function R(xi,xj). The most common alternative 
for kriging models is using the extended exponential correlation (Sacks et al., 1989). 
ܴ(ݔ௜ ,ݔ௝) = ݁ݔ݌ ൭−෍ߠ௟൫ݔ௜,௟ − ݔ௝,௟൯௉೗ௗ
௟ୀଵ
൱ (2) 
where l ≥ 0 and 0 ≤ Pl ≤ 2 are adjustable parameters. To estimate the values of the 
parameters, l and Pl, we maximize the logarithm of the likelihood function of the 
obtained data y. 
݈݋݃(ܮ) = −݊2 ݈݊(2ߤ) − ݊2 ݈݊(ߪଶ) − 12 ݈݊(|ܴ|) − ቆ−(ݕ − 1ߤ)்ܴିଵ(ݕ − 1ߤ)2ߪଶ ቇ (3)
where y is the vector of obtained responses (n x 1), 1 is a vector of ones (n x 1), n is the 
number of sampled points and 2 and µ are parameters. 
 
Differentiating Eq.(3) with respect 2 and µ, and equating it to zero, we obtain the optimal 
values for 2 and µ. 
̂ߤ = 1்ܴିଵݕ1்ܴିଵ1 (4) 
ߪොଶ = (ݕ − 1̂ߤ)்ܴିଵ(ݕ − 1̂ߤ)
݊
 (5) 
To interpolate a new point xnew, we add the point (xnew, ynew) to the data and compute the 
augmented likelihood function keeping the parameters constant. The value for ynew will 
be calculated maximizing the augmented likelihood function. With the Eq.(6) is given the 
final predictor of the kriging method (Sasena, 2002). 
ݕො(ݔ௡௘௪) = ̂ߤ + ݎ்ܴିଵ(ݕ − 1̂ߤ) (6) 
where r (n x 1) is the vector of correlations R(xnew,xi) between the sample design points 
and the points to be correlated. 
 
Kriging allow us to estimate the accuracy with the correlation of the errors, from the 
formula for the mean-squared error (Sacks et al., 1989). 
ݏଶ(ݔ௡௘௪) = ߪොଶ ቆ1 − ݎ்ܴିଵݎ + (1 − ݎ்ܴିଵݎ)ଶ1்ܴିଵ1 ቇ (7) 
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3. Application of the kriging algorithm in distillation columns 
The kriging algorithm implementation is as follows: 
 
a. First, N points are generated, separated enough to ensure that the noise generated 
by the simulator has no effect on. These points are sampled. 
b. Kriging metamodel is fitted with the simulation data. 
c. Validate the accuracy of the model using cross-validation (Jones et al., 1998). 
d. Substitute the actual model by the kriging metamodel. 
e. Perform the (MI)NLP optimization. If the accuracy of the model is good, we can 
finish. 
f. In case that the accuracy was not good, add the optimal point to the set of 
sampled points, and update and re-optimize kriging. If there is no improvement 
in two consecutive iterations, go to step g. 
g. In this case, we have to contract the feasible search region within a trust region 
around the solution obtained and repeat steps d to f, until we can guarantee that 
the error in gradient is below a given tolerance. 
 
In this work, sampling points are generated distributed throughout the search area using 
a max-min approach (maximizing the minimum distance between two points). For this, 
we fix the bounds of all independent variables and then we distribute the rest of the points 
through the max-min approach. 
 
4. Examples and results 
Several examples were studied to verify the effectiveness of the method, but in this paper 
only an interesting example is presented. It consists of a superstructure for a non-sharp 
separation. We enumerate the column trays from the top to the bottom of the column. The 
example was solved on a computer with a 2.60 GHz Pentium® Dual-Core Processor and 
4 GB of RAM under Windows 7. 
 
4.1. Objective function 
The objective function consists of minimizing the total annualized cost (TAC) of a 
chemical process. The total annualized cost is function of the capital costs of the column 
shells, trays and exchangers, and function of the operating cost (we have considered the 
cost of cooling water and vapor stream). 
 




ቇ = ܥ௢௣ + ܨ · ܥ௖௔௣ (8) 
where Cop is the operating cost per year, F is an annualization factor and Ccap is the capital 
cost. Both are updated by the global CEPCI cost index of 2013. The annualization factor 
is calculated by the Eq.(9) (Smith, 2005). 
ܨ = ݅(1 + ݅)௡(1 + ݅)௡ − 1 (9) 
where n in the horizon time and i is the fractional interest rate per year. We have used a 
horizon time of 5 years and a fixed interest rate of 10 %. 
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4.2. Distillation sequences. Nonsharp separations. 
We want to separate a multicomponent feed stream given into several desired 
multicomponent product streams. Figure 1 shows the superstructure that contains all 
possible alternatives to get the desired products (Aggarwal and Floudas, 1990). The 
objective is to determine the optimal sequence and number of trays of the columns to 
minimizing the total annualized cost (TAC) for separating an iso-molar mixture of 
benzene, toluene and p-xylene. This cost is composed of the operational and fixed costs 
of both columns. Mixer and splitters costs are neglected. Peng-Robinson equation of state 
has been used. 
 
Assume that the pressure is fixed (P = 101.3 kPa). The independent variables chosen for 
the rigorous design of the conventional distillation columns are the number of trays in the 
rectifying section, number of trays in the stripping section and the recoveries of key 
components for each column. 
 
The problem is formulated as an MINLP. It can be solved by reformulating the 
disjunctions using a Big-M approach (Grossmann and Ruiz, 2012). Disjunctions are 
shown in Eq.(10). 
቎
ଵܻ[ܳோ௘௕஼ଵ ,ܳ஼௢௡ௗ஼ଵ ,ܦ஼ଵ] = ܭݎଵ( ோܰଵ஼ଵ, ௌܰଵ஼ଵ, ௅݂௄஼ଵ, ு݂௄஼ଵ,ܨ5௜)
ܶܣܥଵ = Ω(ܳோ௘௕஼ଵ ,ܳ஼௢௡ௗ஼ଵ ,ܦ஼ଵ) ቏ ∨ ൥ ¬ ଵܻܶܣܥଵ = 0ܨ5௜ = ܨ6௜ = ܨ9௜ = 0	∀݅൩ 
቎
ଶܻ[ܳோ௘௕஼ଶ ,ܳ஼௢௡ௗ஼ଶ ,ܦ஼ଶ] = ܭݎଶ( ோܰଶ஼ଶ, ௌܰଶ஼ଶ, ௅݂௄஼ଶ, ு݂௄஼ଶ,ܨ13௜)
ܶܣܥଶ = Ω(ܳோ௘௕஼ଶ ,ܳ஼௢௡ௗ஼ଶ ,ܦ஼ଶ) ቏ ∨ ൥ ¬ ଶܻܶܣܥଶ = 0ܨ13௜ = ܨ14௜ = ܨ18௜ = 0	∀݅൩
(10)
Y1 and Y2 are Boolean variables that take the value of True if the corresponding column 
is selected and False otherwise. The symbol ‘f’ makes reference to the key components 
recoveries. 
 
The minimum objective function (TAC = 0.3129 M$/year) is obtained with the sequence 
shown in Figure 2. 
 
Figure 1. Superstructure for a three-component system. 
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Figure 2. Optimal solution for the three-component system. 
 
The column 1 has 26 trays and it is fed on the 14th tray. The column 2 has 31 trays and it 
is fed on the 15th tray. 
 
A summary of results obtained is shown in Table 1. A contraction step around the optimal 
solution was performed. Then, a new resampling and kriging calibration was needed. 
 
5. Conclusions 
In this work, was presented and applied an algorithm for constrained optimization of 
distillation columns. This optimization includes implicit grey box functions which are 
substituted by a kriging metamodel. 
 
Table 1. Summary of results obtained (optimal solution). 
Optimal valued (after refining stage) 
Number of sampled points in each columns = 202 
TAC = 0.3129 M$/year 
Column 1 Column 2 
F5,benzene 13.1490 F13,benzene   3.6504 
F5,toluene 11.2260 F13,toluene   9.5000 
F5,p-Xylene   3.4158 F13,p-Xylene 12.6589 
Number of trays in the 
rectifying section 13 
Number of trays in the 
rectifying section 14 
Number of trays in the 
stripping section 12 
Number of trays in the 
stripping section 16 
Recovery (LK = Benzene)   0.8878 Recovery (LK = Toluene)   0.8903 
Recovery (HK = Toluene)   0.8513 Recovery (HK = p-Xylene)   0.8500 
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The “quality” of the optimum  will  depend  on  how  accurately  the  surrogate  model  
represents  the actual model. It is interesting remark that though the final model includes 
discrete variables the kriging surrogate can be generated without taking into account that 
fact. 
 
The implementation presented in this work only guarantees a local optimum. However, 
we have checked that it is possible to get accurate global surrogate models with up to 
seven degrees of freedom, being necessary a high number of sampling points. The 
problem presented is that if the number of points is large, it will be necessary a large CPU 
time for calibrating the kriging. A reduced set of sampling points reduce the CPU time 
for calibrating the kriging and interpolation, but it is likely that we need more contraction, 
resampling and recalibrating stages. 
 
The algorithm presented has proved to be robust, reliable and also allows a fast 
interpolation of new values. 
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